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[ ] ALUMINIUM AND THERMOPLASTIC HONEYCOMBS, LAMINATES, SANDWICH PANELS

Compocel® WF

| Panel’s composition

SKINS IN MARINE PLYWOOD* quality Okoume |
Thickness: from 1,5 to 8 mm |

CORE
PVC foam
Density: from 40 to 200 kg/m?

Panel's weight 55kg/m? Standard dimensions
(other dimensions available on request)
* Thickness’ tolerance + 0,3 mm Dimension tolerance +30mm ;
w | -« Dimension’s tolerance + 30 mm
% Total thickness mm 10 15 20 25 @
§ i 3000 mm
% | SKINS' thickness mm 1,8+1,8 —
CORE'S thickness mm 6,4 11,4 16,4 21,4 w
£
i 2
Weight kg/m 3 33 36 3,9 £ &)
0
PVC foam core’s properties Q
Type MC 40 MC 50 MC 80 MC 100 MC 130 MC 200 | 3000 mm
Density from 36 from 54 from 72 from 90 from 120 | from 180 E
kg/m3 to 46 to 69 to 92 to 115 to 150 to 250 E
Compressive & o
strength 0,46 0,61 1,44 1,91 2,79 5,19 ' .
MPa
R | 2500 mm I
Tension
strength 0,71 0,96 2,02 2,71 3,79 5,95 m
MPa E :
Inhi':ki"‘f;sm 3 3 3 3 3 3 s S
Thickness 83 78 72 68 58 48 &
max. in mm
:xe“sw" 1330x2850 | 1150x2450 | 1020x2180 | 2050x950 | 850x1900 | 750x1600 :
Colour light green yellow green red blue brown

LIABILITY DISCLAIMER: The above data are to the best of our knowledge correct and are intended to give information about our products and their
@COM po N E NTS potential applications. No warranty is given or implied in respect of certain properties of the products or their suitability for a particular application.
We reserve the right for technical changes without further notice. We guarantee impeccable product quality under our terms of sale.
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ALUMINIUM AND THERMOPLASTIC HONEYCOMBS, LAMINATES, SANDWICH PANELS

ENG

PET/W GR GR70 GR80 | GR100 | GR115 | GR135 | GR150 | GR200 | GR250 | GR320
Density IS0845 | kg/m* | 700 800 1000 1150 135@ 150@ 200@ 250@ 320@
Compression | oo | mpa | 0,75 1,0 15 18 23 2,6 40 5,3 7.0
Strength

Compression | ¢, 0/, | yp, 40 57 77 90 105 120 175 235 320
Modulus

Shear 1501922 | MPa | 05 0,6 0,75 0,95 1,2 135 1,75 2,0 2,1
Strength

Shear 1501922 | MPa 13 16 21 26 35 37 51 70 90
Modulus

Shear 1501922 | % 15 13 10 10 7 7 5 3 2
Strain

Tensile ASTM C297 | MPa 1,8 2,0 2,5 2,9 3,0 3,3 3,9 43 4,8
Strength

Tensile ASTM C297 | MPa 66 80 120 140 140 185 235 270 350
Modulus

Thermal at23°C | wimk | 0,034 0,034 0,034 0,034 0,037 0,041 0,043 0,047 tbd
Conductivity

M Tolerances: +/- 5 kg/m3
@ Tolerances: +/-5 %
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potential applications. No warranty is given or implied in respect of certain properties of the products or their suitability for a particular application.
We reserve the right for technical changes without further notice. We guarantee impeccable product quality under our terms of sale.
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